Nr.

Standard reference

Title
Information technology - Telecommunications and information exchange
between systems - Magnetic field area network (MFAN) - Part 3: Relay
Protocol for Extended Range
Information technology - Telecommunications and information exchange
between systems - Magnetic field area network (MFAN) - Part 4: Security
Protocol for Authentication

1

ISO/IEC 15149-3:2016

2

ISO/IEC 15149-4:2016

3

ISO/IEC 17825:2016

Information technology - Security techniques - Testing methods for the
mitigation of non-invasive attack classes against cryptographic modules

4

ISO/IEC 29794-1:2016

Information technology - Biometric sample quality - Part 1: Framework

5

ISO Guide 31:2015

Reference materials - Contents of certificates, labels and accompanying
documentation

6

ISO/TR 10688:2015

Paper, board and pulps - Basic terms and equations for optical properties

7

ISO 17577:2016

8

ISO 9667:2016

9

ISO 23013:2016

10

ISO 12617:2015

11

ISO 11850:2011/Amd
1:2016

12

ISO 389-3:2016

13

ISO 13363:2016

14

ISO 19013-2:2016

15

ISO 4665:2016

16

ISO 11235:2016

17

ISO 4796-1:2016

18

ISO 19863:2016

19

ISO 8769:2016

20

ISO 16893:2016

21

ISO 11999-9:2016

22

ISO 28706-4:2016

23

ISO 28765:2016

24

ISO 3691-2:2016

25
26

ISO 9967:2016
ISO 9969:2016

Steel - Ultrasonic testing of steel flat products of thickness equal to or
greater than 6 mm
Aircraft ground support equipment - Tow bars
Road vehicles - Determination of resistance to forced entry of security
glass constructions used in vehicle glazing - Test of glazing systems
Road vehicles - Liquefied natural gas (LNG) refuelling connector - 3,1 MPa
connector
Machinery for forestry - General safety requirements - Amendment 1
Acoustics - Reference zero for the calibration of audiometric equipment Part 3: Reference equivalent threshold vibratory force levels for pure
tones and bone vibrators
Rubber and plastics hoses for marine-engine wet-exhaust systems Specification
Rubber hoses and tubing for fuel circuits for internal combustion engines Specification - Part 2: Gasoline fuels
Rubber, vulcanized or thermoplastic - Resistance to weathering
Rubber compounding ingredients - Sulfenamide accelerators - Test
methods
Laboratory glassware - Bottles - Part 1: Screw-neck bottles
Buildings and civil engineering works - Sealants - Determination of tear
resistance
Reference sources - Calibration of surface contamination monitors - Alpha, beta- and photon emitters
Wood-based panels - Particleboard
PPE for firefighters - Test methods and requirements for PPE used by
firefighters who are at risk of exposure to high levels of heat and/or flame
while fighting fires occurring in structures - Part 9: Fire hoods
Vitreous and porcelain enamels - Determination of resistance to chemical
corrosion - Part 4: Determination of resistance to chemical corrosion by
alkaline liquids using a cylindrical vessel
Vitreous and porcelain enamels - Design of bolted steel tanks for the
storage or treatment of water or municipal or industrial effluents and
sludges
Industrial trucks - Safety requirements and verification - Part 2: Selfpropelled variable-reach trucks
Thermoplastics pipes - Determination of creep ratio
Thermoplastics pipes - Determination of ring stiffness

27

ISO 7438:2016

Metallic materials - Bend test
Assistive products for personal hygiene that support users - Requirements
and test methods

28

ISO 17966:2016

29

ISO 19027:2016

Design principles for communication support board using pictorial symbols

30

ISO 17438-1:2016

Intelligent transport systems - Indoor navigation for personal and vehicle
ITS station - Part 1: General information and use case definition

31

ISO/TS 19163-1:2016

32

ISO/IEC 25185-1:2016

33

ISO/IEC/IEEE 88021AX:2016

34

ISO/IEC 19757-3:2016

35

ISO/IEC 30107-1:2016

36

ISO 11450:1999/Amd
1:2016

37

ISO 4628-1:2016

38

ISO 4628-2:2016

39

ISO 4628-3:2016

40

ISO 4628-4:2016

41

ISO 4628-5:2016

42

ISO 4628-7:2016

Paints and varnishes - Evaluation of degradation of coatings - Designation
of quantity and size of defects, and of intensity of uniform changes in
appearance - Part 7: Assessment of degree of chalking by velvet method

43

ISO 4628-10:2016

Paints and varnishes - Evaluation of degradation of coatings - Designation
of quantity and size of defects, and of intensity of uniform changes in
appearance - Part 10: Assessment of degree of filiform corrosion

44

ISO 6926:2016

Acoustics - Requirements for the performance and calibration of reference
sound sources used for the determination of sound power levels

45

ISO 8430-1:2016

Resistance spot welding - Electrode holders - Part 1: Taper fixing 1:10

46

ISO 8430-2:2016

Resistance spot welding - Electrode holders - Part 2: Morse taper fixing

47

ISO 8430-3:2016

Resistance spot welding - Electrode holders - Part 3: Parallel shank fixing
for end thrust

Geographic information - Content components and encoding rules for
imagery and gridded data - Part 1: Content model
Identification cards - Integrated circuit card authentication protocols - Part
1: Protocol for Lightweight Authentication of Identity
Information technology - Telecommunications and information exchange
between systems - Local and metropolitan area networks - Specific
requirements - Part 1AX: Link aggregation
Information technology - Document Schema Definition Languages (DSDL)
- Part 3: Rule-based validation - Schematron
Information technology - Biometric presentation attack detection - Part 1:
Framework
Equipment for harvesting and conservation - Round balers - Terminology
and commercial specifications - Amendment 1
Paints and varnishes - Evaluation of degradation of coatings - Designation
of quantity and size of defects, and of intensity of uniform changes in
appearance - Part 1: General introduction and designation system
Paints and varnishes - Evaluation of degradation of coatings - Designation
of quantity and size of defects, and of intensity of uniform changes in
appearance - Part 2: Assessment of degree of blistering
Paints and varnishes - Evaluation of degradation of coatings - Designation
of quantity and size of defects, and of intensity of uniform changes in
appearance - Part 3: Assessment of degree of rusting
Paints and varnishes - Evaluation of degradation of coatings - Designation
of quantity and size of defects, and of intensity of uniform changes in
appearance - Part 4: Assessment of degree of cracking
Paints and varnishes - Evaluation of degradation of coatings - Designation
of quantity and size of defects, and of intensity of uniform changes in
appearance - Part 5: Assessment of degree of flaking

48

ISO 18278-2:2016

49

ISO 5774:2016

50
51

ISO 6502:2016
ISO 16496:2016

52

ISO 19905-1:2016

53

ISO 12460-4:2016

54

ISO 15912:2016

55

ISO 22674:2016

56

ISO 18397:2016

57

ISO 13373-2:2016

58

ISO 22915-1:2016

59

ISO 16891:2016

60

ISO 15148:2002/Amd
1:2016

61

ISO 8653:2016

62

ISO 17601:2016

63

ISO 18311:2016

64

ISO 18362:2016

65

ISO/IEC TR 29110-5-62:2014

66

ISO/IEC 30130:2016

67

ISO/IEC TS 19571:2016

68

ISO/IEC 13249-3:2016

69

ISO/IEC TR 15440:2016

70

ISO 11093-5:2016

71

ISO/TS 17306:2016

72

ISO/TS 17307:2016

73

ISO 17464:2016

74

ISO 7503-1:2016

75

ISO 7503-2:2016

Resistance welding - Weldability - Part 2: Evaluation procedures for
weldability in spot welding
Plastics hoses - Textile-reinforced types for compressed-air applications Specification
Rubber - Guide to the use of curemeters
Laboratory glassware - Vacuum-jacketed vessels for heat insulation
Petroleum and natural gas industries - Site-specific assessment of mobile
offshore units - Part 1: Jack-ups
Wood-based panels - Determination of formaldehyde release - Part 4:
Desiccator method
Dentistry - Refractory investment and die material
Dentistry - Metallic materials for fixed and removable restorations and
appliances
Dentistry - Powered scaler
Condition monitoring and diagnostics of machines - Vibration condition
monitoring - Part 2: Processing, analysis and presentation of vibration
data
Industrial trucks - Verification of stability - Part 1: General
Test methods for evaluating degradation of characteristics of cleanable
filter media
Hygrothermal performance of building materials and products Determination of water absorption coefficient by partial immersion Amendment 1
Jewellery - Ring-sizes - Definition, measurement and designation
Soil quality - Estimation of abundance of selected microbial gene
sequences by quantitative PCR from DNA directly extracted from soil
Soil quality - Method for testing effects of soil contaminants on the
feeding activity of soil dwelling organisms - Bait-lamina test
Manufacture of cell-based health care products - Control of microbial risks
during processing
Systems and software engineering - Lifecycle profiles for Very Small
Entities (VSEs) - Part 5-6-2: Systems engineering - Management and
engineering guide: Generic profile group: Basic profile
Software engineering - Capabilities of software testing tools
Programming Languages - Technical specification for C++ extensions for
concurrency
Information technology - Database languages - SQL multimedia and
application packages - Part 3: Spatial
Information technology - Future keyboards and other input devices and
entry methods
Paper and board - Testing of cores - Part 5: Determination of
characteristics of concentric rotation
Petroleum products - Biodiesel - Determination of free and total glycerin
and mono-, di- and tracylglycerols by gas chromatography
Petroleum products - Biodiesel - Determination of total esters content by
gas chromatography
Pneumatic tubes for automotive vehicles - Technical requirements and
test methods
Measurement of radioactivity - Measurement and evaluation of surface
contamination - Part 1: General principles
Measurement of radioactivity - Measurement and evaluation of surface
contamination -- Part 2: Test method using wipe-test samples

Measurement of radioactivity - Measurement and evaluation of surface
contamination - Part 3: Apparatus calibration
Direct reduced iron - Determination of apparent density and water
absorption of hot briquetted iron (HBI)
Transport packaging - Small load container systems - Part 2: Column
Stackable System (CSS)
Accessible design - Auditory guiding signals in public facilities
Electronic fee collection - Application interface definition for autonomous
systems - Part 1: Charging

76

ISO 7503-3:2016

77

ISO 15968:2016

78

ISO/TS 19709-2:2016

79

ISO 19029:2016

80

ISO 17575-1:2016

81

ISO 17575-2:2016

82

ISO 17575-3:2016

83

ISO 19119:2016

84

ISO 18134-1:2015

85

ISO/IEC 8652:2012/Cor
1:2016

86

ISO/IEC 29192-4:2013/Amd Information technology - Security techniques - Lightweight cryptography 1:2016
Part 4: Mechanisms using asymmetric techniques - Amendment 1

87

ISO/IEC 18477-6:2016

88

ISO/IEC 18477-7:2016

89

ISO/IEC TR 13066-2:2016

90

ISO 4939:2016

91

ISO 19281:2016

92

ISO 7388-3:2016

93

ISO 21538:2016

94

ISO 29841:2009/Amd
1:2016

95

ISO 17881-1:2016

96

ISO 17881-2:2016

97

ISO 9015-2:2016

98

ISO/TS 19022:2016

99

ISO 30012:2016

100

ISO 16895:2016

Steel - Determination of nickel - Dimethylglyoxime spectrophotometric
method
Air cargo - Fire resistant containers - Design, performance and testing
requirements
Tool shanks with 7/24 taper for automatic tool changers - Part 3:
Retention knobs of forms AD, AF, UD, UF, JD and JF
Blanks for superabrasive cutting-off wheels - Mounting and fixing bores Building construction and civil engineering
Vegetable fats and oils - Determination of the degradation products of
chlorophylls a and a' (pheophytins a, a' and pyropheophytins) Amendment 1
Textiles - Determination of certain flame retardants - Part 1: Brominated
flame retardants
Textiles - Determination of certain flame retardants - Part 2: Phosphorus
flame retardants
Destructive tests on welds in metallic materials - Hardness testing - Part
2: Microhardness testing of welded joints
Plastics - Method of controlled acceleration of laboratory weathering by
increased irradiance
Carbon-fibre-reinforced plastics - Determination of the size and aspect
ratio of crushed objects
Wood-based panels - Dry-process fibreboard

101

ISO 17668:2016

Zinc diffusion coatings on ferrous products - Sherardizing - Specification

Electronic fee collection - Application interface definition for autonomous
systems - Part 2: Communication and connection to the lower layers
Electronic fee collection - Application interface definition for autonomous
systems - Part 3: Context data
Geographic information - Services
Solid biofuels - Determination of moisture content - Oven dry method Part 1: Total moisture - Reference method
Information technology - Programming languages - Ada - Technical
Corrigendum 1

Information technology - Scalable compression and coding of continuoustone still images - Part 6: IDR Integer Coding
Information technology - Scalable compression and coding of continuoustone still images - Part 7: HDR Floating-Point Coding
Information technology - Interoperability with assistive technology (AT) Part 2: Windows accessibility application programming interface (API)

102

ISO 24155:2016

103

ISO 8513:2016

104

ISO/TS 18223:2015

105

ISO 18385:2016

Hydrometry - Hydrometric data transmission systems - Specification of
system requirements
Plastics piping systems - Glass-reinforced thermosetting plastics (GRP)
pipes - Test methods for the determination of the initial longitudinal
tensile strength
Nickel alloys - Determination of Nickel content - Inductively coupled
plasma atomic emission spectrometric method
Minimizing the risk of human DNA contamination in products used to
collect, store and analyze biological material for forensic purposes Requirements

