
Nr. Standard reference English title

1 CEN/TS 419221-1:2016
Protection Profiles for TSP cryptographic modules - Part 1: 
Overview

2 CEN/TS 419221-2:2016
Protection Profiles for TSP cryptographic modules - Part 2: 
Cryptographic module for CSP signing operations with 
backup

3 CEN/TS 419221-3:2016
Protection Profiles for TSP Cryptographic modules - Part 3: 
Cryptographic module for CSP key generation services

4 CEN/TS 419221-4:2016
Protection Profiles for TSP cryptographic modules - Part 4: 
Cryptographic module for CSP signing operations without 
backup

5 EN 485-1:2016
Aluminium and aluminium alloys - Sheet, strip and plate - 
Part 1: Technical conditions for inspection and delivery

6 EN 485-2:2016
Aluminium and aluminium alloys - Sheet, strip and plate - 
Part 2: Mechanical properties

7 EN 492:2012+A1:2016
Fibre-cement slates and fittings - Product specification and 
test methods

8 EN 581-2:2015/AC:2016
Outdoor furniture - Seating and tables for camping, domestic 
and contract use - Part 2: Mechanical safety requirements 
and test methods for seating

9 EN 845-1:2013+A1:2016
Specification for ancillary components for masonry - Part 1: 
Wall ties, tension straps, hangers and brackets

10 EN 845-2:2013+A1:2016
Specification for ancillary components for masonry - Part 2: 
Lintels

11 EN 845-3:2013+A1:2016
Specification for ancillary components for masonry - Part 3: 
Bed joint reinforcement of steel meshwork

12 EN 862:2016
Packaging - Child-resistant packaging - Requirements and 
testing procedures for non-reclosable packages for non-
pharmaceutical products

13 EN 1794-3:2016
Road traffic noise reducing devices - Non-acoustic 
performance - Part 3: Reaction to fire - Burning behaviour of 
noise reducing devices and classification

14 EN ISO 2719:2016
Determination of flash point - Pensky-Martens closed cup 
method (ISO 2719:2016)

15 EN 2997-014:2016

Aerospace series - Connectors, electrical, circular, coupled by 
threaded ring, fire-resistant or non fire-resistant, operating 
temperatures -65 °C to 175 °C continuous, 200 °C 
continuous, 260 °C peak - Part 014: Square flange 
receptacle with integrated accessory - Product standard

16 EN ISO 3581:2016
Welding consumables - Covered electrodes for manual metal 
arc welding of stainless and heat-resisting steels - 
Classification (ISO 3581:2016)

17 EN 4474:2016
Aerospace series - Aluminium pigmented coatings - Coating 
methods

18 EN ISO 5089:2016
Textiles - Preparation of laboratory test samples and test 
specimens for chemical testing (ISO 5089:1977)

19 EN ISO 6892-1:2016
Metallic materials - Tensile testing - Part 1: Method of test at 
room temperature (ISO 6892-1:2016)

20 EN ISO 8254-2:2016
Paper and board - Measurement of specular gloss - Part 2: 
75 degree gloss with a parallel beam, DIN method (ISO 8254-
2:2016)

21 EN ISO 9241-920:2016
Ergonomics of human-system interaction - Part 920: 
Guidance on tactile and haptic interactions (ISO 9241-
920:2009)



22 EN ISO 9692-3:2016
Welding and allied processes - Types of joint preparation - 
Part 3: Metal inert gas welding and tungsten inert gas 
welding of aluminium and its alloys (ISO 9692-3:2016)

23 EN 10028-7:2016
Flat products made of steels for pressure purposes - Part 7: 
Stainless steels

24 EN ISO 10139-2:2016
Dentistry - Soft lining materials for removable dentures - 
Part 2: Materials for long-term use (ISO 10139-2:2016)

25 EN 10272:2016 Stainless steel bars for pressure purposes

26 EN 10273:2016
Hot rolled weldable steel bars for pressure purposes with 
specified elevated temperature properties

27 EN 10363:2016
Continuously hot-rolled patterned steel strip and plate/sheet 
cut from wide strip - Tolerances on dimensions and shape

28 EN ISO 11243:2016
Cycles - Luggage carriers for bicycles - Requirements and 
test methods (ISO 11243:2016)

29 EN 12163:2016 Copper and copper alloys - Rod for general purposes

30 EN 12164:2016 Copper and copper alloys - Rod for free machining purposes

31 EN 12165:2016
Copper and copper alloys - Wrought and unwrought forging 
stock

32 EN 12166:2016 Copper and copper alloys - Wire for general purposes

33 EN 12167:2016
Copper and copper alloys - Profiles and bars for general 
purposes

34 EN 12168:2016
Copper and copper alloys - Hollow rod for free machining 
purposes

35 EN 12467:2012+A1:2016
Fibre-cement flat sheets - Product specification and test 
methods

36 EN 12697-25:2016
Bituminous mixtures - Test methods - Part 25: Cyclic 
compression test

37 EN ISO 12863:2010/A1:2016
Standard test method for assessing the ignition propensity of 
cigarettes (ISO 12863:2010/Amd 1:2016)

38 EN 13107:2015/AC:2016
Safety requirements for cableway installations designed to 
carry persons - Civil engineering works

39 EN 13119:2016 Curtain walling - Terminology
40 EN 13160-1:2016 Leak detection systems - Part 1: General Principles

41 EN 13160-2:2016
Leak detection systems - Part 2: Requirements and 
test/assessment methods for pressure and vacuum systems

42 EN 13160-3:2016
Leak detection systems - Part 3: Requirements and 
test/assessment methods for liquid systems for tanks

43 EN 13160-4:2016
Leak detection systems - Part 4: Requirements and 
test/assessment methods for sensor based leak detection 
systems

44 EN 13160-5:2016
Leak detection systems - Part 5: Requirements and 
test/assessment methods for in-tank gauge systems and 
pressurised pipework systems

45 EN 13160-6:2016 Leak detection systems - Part 6: Sensors in monitoring wells

46 EN 13160-7:2016
Leak detection systems - Part 7: Requirements and 
test/assessment methods for interstitial spaces, leak 
detection linings and leak detection jackets

47 EN 13480-6:2012/A1:2016
Metallic industrial piping - Part 6: Additional requirements for 
buried piping



48 EN 13598-2:2016

Plastics piping systems for non-pressure underground 
drainage and sewerage - Unplasticized poly(vinyl chloride) 
(PVC-U), polypropylene (PP) and polyethylene (PE) - Part 2: 
Specifications for manholes and inspection chambers

49 EN ISO 14171:2016

Welding consumables - Solid wire electrodes, tubular cored 
electrodes and electrode/flux combinations for submerged 
arc welding of non alloy and fine grain steels - Classification 
(ISO 14171:2016)

50 EN 14179-1:2016
Glass in building - Heat soaked thermally toughened soda 
lime silicate safety glass - Part 1: Definition and description

51 EN 14375:2016
Child-resistant non-reclosable packaging for pharmaceutical 
products - Requirements and testing 

52 EN 14411:2016
Ceramic tiles - Definition, classification, characteristics, 
assessment and verification of constancy of performance and 
marking

53 EN 14504:2016
Inland navigation vessels - Floating landing stages and 
floating equipment on inland waters - Requirements, tests

54 CEN/TS 14758-2:2016

Plastics piping systems for non-pressure underground 
drainage and sewerage - Polypropylene with mineral 
modifiers (PP-MD) - Part 2: Guidance for the assessment of 
conformity

55 EN 14984:2016
Liming materials - Determination of product effect on soil pH 
- Soil incubation method

56 EN ISO 15012-4:2016
Health and safety in welding and allied processes - 
Equipment for capture and separation of welding fume - Part 
4: General requirements (ISO 15012-4:2016)

57 EN 15048-1:2016
Non-preloaded structural bolting assemblies - Part 1: General 
requirements

58 EN 15048-2:2016
Non-preloaded structural bolting assemblies - Part 2: Fitness 
for purpose

59 EN 15433-6:2016

Transportation loads - Measurement and evaluation of 
dynamic-mechanical loads - Part 6: Automatic recording 
systems for measuring randomly occurring shock during 
monitoring of transports

60 EN 15626:2016
Bitumen and bituminous binders - Determination of 
adhesivity of cut-back and fluxed bituminous binders by 
water immersion test - Aggregate method

61 EN ISO 16140-1:2016
Microbiology of the food chain - Method validation - Part 1: 
Vocabulary (ISO 16140-1:2016)

62 EN ISO 16140-2:2016
Microbiology of the food chain - Method validation - Part 2: 
Protocol for the validation of alternative (proprietary) 
methods against a reference method (ISO 16140-2:2016)

63 EN ISO 16170:2016
In situ test methods for high efficiency filter systems in 
industrial facilities (ISO 16170:2016)

64 EN 16361:2013+A1:2016

Power operated pedestrian doors - Product standard, 
performance characteristics - Pedestrian doorsets, other than 
swing type, initially designed for installation with power 
operation

65 EN 16838:2016
Refrigerated display scooping cabinets for gelato - 
Classification, requirements and test conditions

66 CEN/TR 16950:2016
Ductile iron pipes, fittings and accessories - Sanitary 
characteristics and test methods



67 CEN/TS 16969:2016
Paints and varnishes - Coating materials and coating systems 
for exterior wood - Assessment of end grain sealing 
performance

68 CEN/TR 16970:2016
Sustainability of construction works - Guidance for the 
implementation of EN 15804

69 CEN/TR 16988:2016 Estimation of uncertainty in the single burning item test

70 EN ISO 16993:2016
Solid biofuels - Conversion of analytical results from one 
basis to another (ISO 16993:2016)

71 CEN ISO/TS 17251:2016
Health Informatics - Business requirements for a syntax to 
exchange structured dose information for medicinal products 
(ISO/TS 17251:2016)

72 EN ISO 17468:2016
Microbiology of the food chain - Technical requirements and 
guidance on establishment or revision of a standardized 
reference method (ISO 17468:2016)

73 EN ISO 18752:2016
Rubber hoses and hose assemblies - Wire- or textile-
reinforced single-pressure types for hydraulic applications - 
Specification (ISO 18752:2014)

74 EN 19694-1:2016
Stationary source emissions - Determination of greenhouse 
gas (GHG) emissions in energy-intensive industries - Part 1: 
General aspects

75 EN 19694-2:2016
Stationary source emissions - Greenhouse Gas (GHG) 
emissions in energy-intensive industries - Part 2: Iron and 
steel industry

76 EN 19694-3:2016
Stationary source emissions - Determination of greenhouse 
gas (GHG) emissions in energy-intensive industries - Part 3: 
Cement industry

77 EN 19694-4:2016
Stationary source emissions - Determination of greenhouse 
gas (GHG) emissions in energy-intensive industries - Part 4: 
Aluminium industry

78 EN 19694-5:2016
Stationary source emissions - Determination of greenhouse 
gas (GHG) emissions in energy-intensive industries - Part 5: 
Lime industry

79 EN 19694-6:2016
Stationary source emissions - Determination of greenhouse 
gas (GHG) emissions in energy-intensive industries - Part 6: 
Ferroalloy industry
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