
Nr. Standard reference Title

1 EN 12572-1:2017
Artificial climbing structures - Part 1: Safety requirements 

and test methods for ACS with protection points

2 EN 16584-2:2017
Railway applications - Design for PRM use - General 

requirements - Part 2: Information

3 EN 16584-1:2017
Railway applications - Design for PRM use - General 

requirements - Part 1: Contrast

4 EN 16584-3:2017
Railway applications - Design for PRM use - General 

requirements - Part 3: Optical and friction characteristics

5 EN 16147:2017

Heat pumps with electrically driven compressors - 

Testing, performance rating and requirements for 

marking of domestic hot water units

6 EN 14534:2016/AC:2017
Postal services - Quality of service - Measurement of the 

transit time of end-to-end services for bulk mail

7 EN ISO 25137-1:2017

Plastics - Sulfone polymer moulding and extrusion 

materials - Part 1: Designation system and basis for 

specifications (ISO 25137-1:2009)

8 CEN/TR 17052:2017

Guidelines on implementing EN 1090-1:2009+A1:2011, 

Execution of steel structures and aluminium structures - 

Part 1: Requirements for conformity assessment of 

structural components

9 CWA 17102:2017

Water analysis - Virus sensor system - Monitoring 

rotavirus, norovirus and hepatitis A virus in various types 

of water intended for human use

10 EN 15551:2017 Railway applications - Railway rolling stock - Buffers

11 EN 12572-3:2017
Artificial climbing structures - Part 3: Safety requirements 

and test methods for climbing holds

12 EN 1496:2017
Personal fall protection equipment - Rescue lifting 

devices

13 EN 14176:2017

Foodstuffs - Determination of domoic acid in raw 

shellfish, raw finfish and cooked mussels by RP-HPLC 

using UV detection

14 EN 13743:2017 Safety requirements for coated abrasive products

15 EN ISO 16610-30:2017

Geometrical product specifications (GPS) - Filtration - 

Part 30: Robust profile filters: Basic concepts (ISO 16610-

30:2015)

16 EN 14791:2017

Stationary source emissions - Determination of mass 

concentration of sulphur oxides - Standard reference 

method

17 EN 16855-1:2017

Walk-in cold rooms - Definition, thermal insulation 

performance and test methods - Part 1: Prefabricated 

cold room kits

18 EN 12868:2017

Child use and care articles - Method for determining the 

release of N-nitrosamines and N-nitrosatable substances 

from elastomer or rubber teats and soothers

19 EN 16763:2017 Services for fire safety systems and security systems

20 EN 12312-3:2017
Aircraft ground support equipment - Specific 

requirements - Part 3: Conveyor belt vehicles

21 EN 15961:2017
Fertilizers - Extraction of water-soluble calcium, 

magnesium, sodium and sulfur in the form of sulfates

22 EN 609-1:2017
Agricultural and forestry machinery - Safety of log 

splitters - Part 1: Wedge splitters



23 EN 16809-2:2017

Thermal insulation products of buildings - In-situ formed 

products from loose-fill expanded polystyrene (EPS) 

beads and bonded expanded polystyrene beads - Part 2: 

Specification for the bonded and loose-fill products after 

installation

24 EN 15058:2017

Stationary source emissions - Determination of the mass 

concentration of carbon monoxide - Standard reference 

method: non-dispersive infrared spectrometry

25 EN 1839:2017

Determination of the explosion limits and the limiting 

oxygen concentration(LOC) for flammable gases and 

vapours

26 EN 4531-001:2017

Aerospace series - Connectors, optical, circular, single 

and multipin, coupled by triple start threaded ring - Flush 

contacts - Part 001: Technical specification

27 EN 14793:2017

Stationary source emissions - Demonstration of 

equivalence of an alternative method with a reference 

method

28 EN 14986:2017
Design of fans working in potentially explosive 

atmospheres

29 EN 13146-10:2017
Railway applications - Track - Test methods for fastening 

systems - Part 10: Proof load test for pull-out resistance

30 EN 6129:2016/AC:2017
Aerospace series - Blind bolt, protruding head, high 

strength, pulltype

31 EN 131-2:2010+A2:2017 Ladders - Part 2: Requirements, testing, marking

32 EN ISO 25137-2:2017

Plastics - Sulfone polymer moulding and extrusion 

materials - Part 2: Preparation of test specimens and 

determination of properties (ISO 25137-2:2009)

33 EN 490:2011+A1:2017
Concrete roofing tiles and fittings for roof covering and 

wall cladding - Product specifications

34 EN 1453-1:2017

Plastics piping systems with structured-wall pipes for soil 

and waste discharge (low and high temperature) inside 

buildings - Unplasticized poly(vinyl chloride) (PVC-U) - 

Part 1: Specifications for pipes and the system

35 EN 15267-4:2017

Air quality - Certification of automated measuring 

systems - Part 4: Performance criteria and test 

procedures for automated measuring systems for 

periodic measurements of emissions from stationary 

sources

36 EN 14792:2017

Stationary source emissions - Determination of mass 

concentration of nitrogen oxides - Standard reference 

method: chemiluminescence

37 EN 14790:2017
Stationary source emissions - Determination of the water 

vapour in ducts - Standard reference method

38 EN 12572-2:2017
Artificial climbing structures - Part 2: Safety requirements 

and test methods for bouldering walls

39 CEN/TS 17021:2017

Stationary source emissions - Determination of the mass 

concentration of sulphur dioxide by instrumental 

techniques

40 EN 4179:2017
Aerospace series - Qualification and approval of 

personnel for non-destructive testing

41 EN 6029:2017

Aerospace series - Rod-ends, adjustable, single fork with 

UNJ threaded shank min. engagement: 1,5 x thread 

diameter in corrosion resisting steel - Dimensions and 

loads - Inch series



42 EN 16585-2:2017

Railway applications - Design for PRM use - Equipment 

and components on board rolling stock - Part 2: Elements 

for sitting, standing and moving

43 EN ISO 14405-3:2017
Geometrical product specifications (GPS) - Dimensional 

tolerancing - Part 3: Angular sizes (ISO 14405-3:2016)

44 EN 4297:2017

Aerospace series - Nuts, hexagon, self-locking by plastic 

ring, normal height, normal across flats, in corrosion 

resisting steel, passivated - Classification: 900 MPa (at 

ambient temperature) / 120 °C

45 EN ISO 5492:2009/A1:2017
Sensory analysis - Vocabulary - Amendment 1 (ISO 

5492:2008/Amd 1:2016)

46 EN ISO 6553:2017 Automatic steam traps - Marking (ISO 6553:2016)

47 EN 10056-1:2017
Structural steel equal and unequal leg angles - Part 1: 

Dimensions

48 EN 16585-3:2017

Railway applications - Design for PRM use - Equipment 

and components on board rolling stock - Part 3: 

Clearways and internal doors

49 EN 14526:2017

Foodstuffs - Determination of saxitoxin-group toxins in 

shellfish - HPLC method using pre-column derivatization 

with peroxide or periodate oxidation

50 EN ISO 8033:2017
Rubber and plastics hoses - Determination of adhesion 

between components (ISO 8033:2016)

51 EN 2879:2017

Aerospace series - Nuts, anchor, self-locking, air 

resistant, sealing, floating, two lug, with counterbore, in 

corrosion resisting steel, passivated, MoS2 lubricated - 

Classification: 900 MPa (at ambient temperature) / 235 

°C

52 CEN/TR 17024:2017 Natural stones - Guidance for use of natural stones

53 EN 581-3:2017

Outdoor furniture - Seating and tables for camping, 

domestic and contract use - Part 3: Mechanical safety 

requirements for tables

54 EN 16585-1:2017
Railway applications - Design for PRM use - Equipment 

and components onboard rolling stock - Part 1: Toilets

55 EN 10365:2017
Hot rolled steel channels, I and H sections - Dimensions 

and masses

56 EN 4178:2017

Aerospace series - Screws, pan head, six lobe recess, 

coarse tolerance normal shank, medium length thread, in 

titanium alloy, anodized, MoS2 lubricated - Classification: 

1 100 MPa (at ambient temperature) / 315 °C

57 EN 15425:2017

Adhesives - One component polyurethane (PUR) for load-

bearing timber structures - Classification and 

performance requirements

58 EN 16727-3:2017

Railway applications - Track - Noise barriers and related 

devices acting on airborne sound propagation - Non-

acoustic performance - Part 3: General safety and 

environmental requirements

59 EN 4072:2016/AC:2017

Aerospace series - Screws, 100° countersunk normal 

head, offset cruciform recess, close tolerance shank, 

short thread in titanium alloy, aluminium IVD coated - 

Classification: 1 100 MPa (at ambient temperature) / 425 

°C

60 EN ISO 15236-2:2017
Steel cord conveyor belts - Part 2: Preferred belt types 

(ISO 15236-2:2017)

61 CEN/TS 16405:2017
Intelligent transport systems - Ecall - Additional data 

concept specification for heavy goods vehicles



62 EN 15416-3:2017

Adhesives for load bearing timber structures other than 

phenolic and aminoplastic - Test methods - Part 3: Creep 

deformation test at cyclic climate conditions with 

specimens loaded in bending shear

63 EN 10152:2017
Electrolytically zinc coated cold rolled steel flat products 

for cold forming - Technical delivery conditions

64 EN ISO 9308-1:2014/A1:2017

Water quality - Enumeration of Escherichia coli and 

coliform bacteria - Part 1: Membrane filtration method for 

waters with low bacterial background flora (ISO 9308-

1:2014/Amd 1:2016)

65 EN 13206:2017
Plastics - Thermoplastic covering films for use in 

agriculture and horticulture

66 EN 15416-5:2017

Adhesives for load bearing timber structures other than 

phenolic and aminoplastic - Test methods - Part 5: 

Determination of minimum pressing time under 

referenced conditions

67 EN ISO 7199:2017
Cardiovascular implants and artificial organs - Blood-gas 

exchangers (oxygenators) (ISO 7199:2016)

68 EN ISO 4044:2017
Leather - Chemical tests - Preparation of chemical test 

samples (ISO 4044:2017)

69 EN ISO 177:2017
Plastics - Determination of migration of plasticizers (ISO 

177:2016)

70 EN 13110:2012+A1:2017

LPG equipment and accessories - Transportable refillable 

welded aluminium cylinders for liquefied petroleum gas 

(LPG) - Design and construction

71 EN 1909:2017
Safety requirements for cableway installations designed 

to carry persons - Recovery and evacuation

72 EN ISO 6134:2017
Rubber hoses and hose assemblies for saturated steam - 

Specification (ISO 6134:2017)

73 EN ISO 7029:2017
Acoustics - Statistical distribution of hearing thresholds 

related to age and gender (ISO 7029:2017)

74 EN 3908:2017
Aerospace series - Nipples, lubricating, axial type, in 

corrosion resisting steel, passivated

75 EN 16851:2017 Cranes - Light crane systems

76 EN 16992:2017 Competency for Customs Representatives

77 EN 13481-5:2012+A1:2017

Railway applications - Track - Performance requirements 

for fastening systems - Part 5: Fastening systems for slab 

track with rail on the surface or rail embedded in a 

channel

78 EN ISO 25237:2017 Health informatics - Pseudonymization (ISO 25237:2017)

79 EN ISO 15493:2003/A1:2017

Plastics piping systems for industrial applications - 

Acrylonitrile-butadiene-styrene (ABS), unplasticized 

poly(vinyl chloride) (PVC-U) and chlorinated poly(vinyl 

chloride) (PVC-C) - Specifications for components and the 

system - Metric series - Amendment 1 (ISO 

15493:2003/Amd 1:2016 + Cor 1:2004)

80 EN ISO 703:2017
Conveyor belts - Transverse flexibility (troughability) - 

Test method (ISO 703:2017)

81 EN 15416-4:2017

Adhesives for load bearing timber structures other than 

phenolic and aminoplastic - Test methods - Part 4: 

Determination of open assembly time under referenced 

conditions



82 EN 15416-1:2017

Adhesives for load bearing timber structures other than 

phenolic and aminoplastic - Test methods - Part 1: Long-

term tension load test perpendicular to the bond line at 

varying climate conditions with specimens perpendicular 

to the glue line (Glass house test)

83 EN 302-8:2017

Adhesives for load-bearing timber structures - Test 

methods - Part 8: Static load test of multiple bond line 

specimens in compression shear

84 EN 12976-2:2017
Thermal solar systems and components - Factory made 

systems - Part 2: Test methods

85 EN 12976-1:2017
Thermal solar systems and components - Factory made 

systems - Part 1: General requirements

86 EN ISO 8936:2017
Awnings for leisure accommodation vehicles - 

Requirements and test methods (ISO 8936:2017)

87 EN 15384-2:2017

Packaging - Test method to determine the porosity of the 

internal coating of flexible aluminium tubes - Part 2: 

Copper sulphate test

88 EN 13481-2:2012+A1:2017

Railway applications - Track - Performance requirements 

for fastening systems - Part 2: Fastening systems for 

concrete sleepers

89 EN 15384-1:2017

Packaging - Test method to determine the porosity of the 

internal coating of flexible aluminium tubes - Part 1: 

Sodium chloride test


