
Nr. Standard reference Title

1 CEN Guide 414:2017
Safety of machinery - Rules for the drafting and 

presentation of safety standards

2 EN 593:2017
Industrial valves - Metallic butterfly valves for general 

purposes

3 EN ISO 787-1:2017
General methods of test for pigments and extenders - Part 

1: Comparison of colour of pigments (ISO 787-1:1982)

4 EN ISO 787-4:2017

General methods of test for pigments and extenders - Part 

4: Determination of acidity or alkalinity of the aqueous 

extract (ISO 787-4:1981)

5 EN ISO 787-17:2017

General methods of test for pigments and extenders - Part 

17: Comparison of lightening power of white pigments 

(ISO 787-17:2002)

6 EN ISO 787-21:2017

General methods of test for pigments and extenders - Part 

21: Comparison of heat stability of pigments using a 

stoving medium (ISO 787-21:1979)

7 EN ISO 787-22:2017

General methods of test for pigments and extenders - Part 

22: Comparison of resistance to bleeding of pigments (ISO 

787-22:1980)

8 EN 1176-1:2017
Playground equipment and surfacing - Part 1: General 

safety requirements and test methods

9 EN 1176-2:2017
Playground equipment and surfacing - Part 2: Additional 

specific safety requirements and test methods for swings

10 EN 1176-3:2017
Playground equipment and surfacing - Part 3: Additional 

specific safety requirements and test methods for slides

11 EN 1176-4:2017

Playground equipment and surfacing - Part 4: Additional 

specific safety requirements and test methods for 

cableways

12 EN 1176-6:2017

Playground equipment and surfacing - Part 6: Additional 

specific safety requirements and test methods for rocking 

equipment

13 EN 1504-10:2017

Products and systems for the protection and repair of 

concrete structures - Definitions, requirements, quality 

control and evaluation of conformity - Part 10: Site 

application of products and systems and quality control of 

the works

14 EN 1853:2017 Agricultural machinery - Trailers - Safety

15 EN 2037:2017
Aerospace series - Hexagonal steel bars drawn - 

Dimensions - Tolerances h 11 and h 12

16 EN ISO 2063-1:2017

Thermal spraying - Zinc, aluminium and their alloys - Part 

1: Design considerations and quality requirements for 

corrosion protection systems (ISO 2063-1:2017)



17 EN ISO 2063-2:2017

Thermal spraying - Zinc, aluminium and their alloys - Part 

2: Execution of corrosion protection systems (ISO 2063-

2:2017)

18 EN 2306:2017
Aerospace series - Heat resisting - Nickel base alloy Ni-

Cr20Co3Fe3 - Annealed - Bars

19 EN ISO 2411:2017
Rubber- or plastics-coated fabrics - Determination of 

coating adhesion (ISO 2411:2017)

20 EN ISO 2507-1:2017

Thermoplastics pipes and fittings - Vicat softening 

temperature - Part 1: General test method (ISO 2507-

1:1995)

21 EN ISO 2507-2:2017

Thermoplastics pipes and fittings - Vicat softening 

temperature - Part 2: Test conditions for unplasticized 

poly(vinyl chloride) (PVC-U) or chlorinated poly(vinyl 

chloride) (PVC-C) pipes and fittings and for high impact 

resistance poly (vinyl chloride) (PVC-HI) pipes (ISO 2507-

2:1995)

22 EN ISO 2507-3:2017

Thermoplastics pipes and fittings - Vicat softening 

temperature - Part 3: Test conditions for 

acrylonitrile/butadiene/styrene (ABS) and 

acrylonitrile/styrene/acrylic ester (ASA) pipes and fittings 

(ISO 2507-3:1995)

23 EN 2850:2017

Aerospace series - Carbon fibre thermosetting resin - 

Unidirectional laminates - Compression test parallel to 

fibre direction

24 EN 3094:2017
Aerospace series - Sealants - Test method - determination 

of the application time

25 EN ISO 3127:2017
Thermoplastics pipes - Determination of resistance to 

external blows - Round-the-clock method (ISO 3127:1994)

26 EN 3475-701:2017

Aerospace series - Cables, electrical, aircraft use - Test 

methods - Part 701: Strippability and adherence of 

insulation to the conductor

27 EN 3820:2017

Aerospace series - Metric bolts, normal hexagon head, 

coarse tolerance normal shank, short thread, in titanium 

alloy, anodized, MoS2 lubricated - Classification: 1 100 

MPa (at ambient temperature)/315 °C

28 EN 4644-001:2017

Aerospace series - Connector, electrical and optical, 

rectangular, modular, rectangular inserts, operating 

temperature 175 °C (or 125 °C) continuous - Part 001: 

Technical specification



29 EN 4652-420:2017

Aerospace series - Connectors, coaxial, radio frequency - 

Part 420: Type 4, C interface - Crimp assembly version - 

Straight plug - Product standard

30 EN 4652-421:2017

Aerospace series - Connectors, coaxial, radio frequency - 

Part 421: Type 4, C interface - Crimp assembly version - 

Right angle plug - Product standard

31 EN 4691-1:2017
Aerospace series - Tie rod with integrated bolts - Part 1: 

Technical specification

32 EN 4692:2017
Aerospace series - Tie Rod with integrated bolts -Locking 

clip

33 EN 4693:2017
Aerospace series - Tie rod with integrated bolts - Assembly 

code A, B and C

34 EN 4694:2017
Aerospace series - Tie rod with integrated bolts - Assembly 

code D, E and F

35 EN 4695:2017
Aerospace series - Tie Rod with integrated bolts - 

Assembly Code G, H and K

36 EN 4702-02:2017

Aerospace series - Quick release fastening systems for non-

structural and lining applications - Part 02: Spring clamp 

stud combination

37 EN 4702-03:2017

Aerospace series - Quick release fastening systems for non-

structural and lining applications - Part 03: Stud - quick-

release and locking

38 EN 4702-04:2017
Aerospace series - Quick release fastening systems for non-

structural and lining applications - Part 04: Spring clamp

39 EN 4702-05:2017

Aerospace series - Quick release fastening systems for non-

structural and lining applications - Part 05: Retaining 

washer

40 EN ISO 5801:2017
Fans - Performance testing using standardized airways 

(ISO 5801:2017)

41 EN 6128:2017
Aerospace series - Blind bolt, 100° flush head, high 

strength

42 EN 9117:2017 Aerospace series - Delegated Product Release Verification

43 EN ISO 9241-125:2017

Ergonomics of human-system interaction - Part 125: 

Guidance on visual presentation of information (ISO 9241-

125:2017)

44 EN ISO 9241-960:2017

Ergonomics of human-system interaction - Part 960: 

Framework and guidance for gesture interactions (ISO 

9241-960:2017)

45 EN 9300-005:2017

Aerospace series - LOTAR - LOng Term Archiving and 

Retrieval of digital technical product documentation such 

as 3D, CAD and PDM data - Part 005: Authentication and 

Verification

46 EN 9300-007:2017

Aerospace series - LOTAR -LOng Term Archiving and 

Retrieval of digital technical product documentation such 

as 3D, CAD and PDM data - Part 007: Terms and 

References



47 EN ISO 9717:2017
Metallic and other inorganic coatings - Phosphate 

conversion coating of metals (ISO 9717:2017)

48 EN ISO 9852:2017

Unplasticized poly(vinyl chloride) (PVC-U) pipes - 

Dichloromethane resistance at specified temperature 

(DCMT) - Test method (ISO 9852:2007)

49 EN ISO 10075-1:2017

Ergonomic principles related to mental workload - Part 1: 

General issues and concepts, terms and definitions (ISO 

10075-1:2017)

50 EN ISO 10848-1:2017

Acoustics - Laboratory and field measurement of flanking 

transmission for airborne, impact and building service 

equipment sound between adjoining rooms - Part 1: 

Frame document (ISO 10848-1:2017)

51 EN ISO 10848-2:2017

Acoustics - Laboratory and field measurement of flanking 

transmission for airborne, impact and building service 

equipment sound between adjoining rooms - Part 2: 

Application to Type B elements when the junction has a 

small influence (ISO 10848-2:2017)

52 EN ISO 10848-3:2017

Acoustics - Laboratory and field measurement of flanking 

transmission for airborne, impact and building service 

equipment sound between adjoining rooms - Part 3: 

Application to Type B elements when the junction has a 

substantial influence (ISO 10848-3:2017)

53 EN ISO 10848-4:2017

Acoustics - Laboratory and field measurement of flanking 

transmission for airborne, impact and building service 

equipment sound between adjoining rooms - Part 4: 

Application to junctions with at least one Type A element 

(ISO 10848-4:2017)

54 EN ISO 10993-4:2017
Biological evaluation of medical devices - Part 4: Selection 

of tests for interactions with blood (ISO 10993-4:2017)

55 EN ISO 11173:2017
Thermoplastics pipes - Determination of resistance to 

external blows - Staircase method (ISO 11173:1994)

56 EN 12604:2017
Industrial, commercial and garage doors and gates - 

Mechanical aspects - Requirements and test methods

57 EN 13108-4:2016/AC:2017
Bituminous mixtures - Material specifications - Part 4: Hot 

Rolled Asphalt

58 EN ISO 13254:2017

Thermoplastics piping systems for non-pressure 

applications - Test method for watertightness (ISO 

13254:2010)

59 EN ISO 13255:2017

Thermoplastics piping systems for soil and waste 

discharge inside buildings - Test method for airtightness of 

joints (ISO 13255:2010)



60 EN ISO 13257:2017

Thermoplastics piping systems for non-pressure 

applications - Test method for resistance to elevated 

temperature cycling (ISO 13257:2010)

61 EN ISO 13262:2017

Thermoplastics piping systems for non-pressure 

underground drainage and sewerage - Thermoplastics 

spirally-formed structured-wall pipes - Determination of 

the tensile strength of a seam (ISO 13262:2010)

62 EN ISO 13263:2017

Thermoplastics piping systems for non-pressure 

underground drainage and sewerage - Thermoplastics 

fittings - Test method for impact strength (ISO 

13263:2010)

63 EN ISO 13264:2017

Thermoplastics piping systems for non-pressure 

underground drainage and sewerage - Thermoplastics 

fittings - Test method for mechanical strength or flexibility 

of fabricated fittings (ISO 13264:2010)

64 EN 13329:2016+A1:2017

Laminate floor coverings - Elements with a surface layer 

based on aminoplastic thermosetting resins - 

Specifications, requirements and test methods

65 EN 14157:2017
Natural stone test methods - Determination of the 

abrasion resistance

66 EN 14298:2017 Sawn timber - Assessment of drying quality

67 CEN/TR 14585-3:2017
Corrugated metal hose assemblies for pressure 

applications - Part 3: Design method

68 EN 15194:2017 Cycles - Electrically power assisted cycles - EPAC Bicycles

69 EN 15316-4-2:2017/AC:2017

Energy performance of buildings - Method for calculation 

of system energy requirements and system efficiencies - 

Part 4-2: Space heating generation systems, heat pump 

systems, Module M3-8-2, M8-8-2

70 EN ISO 15378:2017

Primary packaging materials for medicinal products - 

Particular requirements for the application of ISO 

9001:2015, with reference to good manufacturing practice 

(GMP) (ISO 15378:2017)

71 EN ISO 15382:2017

Radiological protection - Procedures for monitoring the 

dose to the lens of the eye, the skin and the extremities 

(ISO 15382:2015)

72 EN 15534-6:2015+A1:2017

Composites made from cellulose-based materials and 

thermoplastics (usually called wood-polymer composites 

(WPC) or natural fibre composites (NFC)) - Part 6: 

Specifications for fencing profiles and elements



73 EN ISO 15651:2017

Nuclear energy - Determination of total hydrogen content 

in PuO2 and UO2 powders and UO2, (U,Gd)O2 and 

(U,Pu)O2 sintered pellets - Inert gas extraction and 

conductivity detection method (ISO 15651:2015)

74 EN ISO 15798:2013/A1:2017
Ophthalmic implants - Ophthalmic viscosurgical devices - 

Amendment 1 (ISO 15798:2013/Amd 1:2017)

75 EN ISO 16424:2017

Nuclear energy - Evaluation of homogeneity of Gd 

distribution within gadolinium fuel blends and 

determination of Gd2O3 content in gadolinium fuel pellets 

by measurements of uranium and gadolinium elements 

(ISO 16424:2012)

76 EN 16516:2017

Construction products: Assessment of release of 

dangerous substances - Determination of emissions into 

indoor air

77 EN 16603-70-41:2017
Space engineering - Telemetry and telecommand packet 

utilization

78 EN ISO 16638-1:2017

Radiological protection - Monitoring and internal dosimetry 

for specific materials - Part 1: Inhalation of uranium 

compounds (ISO 16638-1:2015)

79 EN 16755:2017

Durability of reaction to fire performance - Classes of fire-

retardant treated wood products in interior and exterior 

end use applications

80 EN 16839:2017 Railway applications - Rolling stock - Head stock layout

81 EN 16922:2017
Railway applications - Ground based services - Vehicle 

waste water discharge equipment

82 CEN/TS 16931-3-2:2017
Electronic invoicing - Part 3-2: Syntax binding for ISO/IEC 

19845 (UBL 2.1) invoice and credit note

83 CEN/TS 16931-3-3:2017
Electronic invoicing - Part 3-3: Syntax binding for 

UN/CEFACT XML Industry Invoice D16B

84 CEN/TS 16931-3-4:2017
Electronic invoicing - Part 3-4: Syntax binding for 

UN/EDIFACT INVOIC D16B

85 CEN/TR 16931-6:2017
Electronic invoicing - Part 6: Result of the test of EN 16931-

1 with respect to its practical application for an end user

86 EN 17007:2017 Maintenance process and associated indicators

87 EN ISO 17099:2017

Radiological protection - Performance criteria for 

laboratories using the cytokinesis block micronucleus 

(CBMN) assay in peripheral blood lymphocytes for 

biological dosimetry (ISO 17099:2014)

88 EN ISO 17100:2015/A1:2017
Translation services - Requirements for translation services 

- Amendment 1 (ISO 17100:2015/Amd 1:2017)



89 CEN/TR 17113:2017

Construction products - Assessment of release of 

dangerous substances - Radiation from construction 

products - Dose assessment of emitted gamma radiation

90 CEN/TR 17143:2017

Intelligent transport systems - Standards and actions 

necessary to enable urban infrastructure coordination to 

support Urban-ITS

91 CWA 17157:2017
Engineering materials - Electronic data interchange - 

Formats for fatigue test data

92 CEN ISO/TS 17444-1:2017
Electronic fee collection - Charging performance - Part 1: 

Metrics (ISO/TS 17444-1:2017)

93 EN ISO 18589-2:2017

Measurement of radioactivity in the environment - Soil - 

Part 2: Guidance for the selection of the sampling 

strategy, sampling and pre-treatment of samples (ISO 

18589-2:2015)

94 EN ISO 18589-3:2017

Measurement of radioactivity in the environment - Soil - 

Part 3: Test method of gamma-emitting radionuclides 

using gamma-ray spectrometry (ISO 18589-3:2015)

95 EN ISO 19017:2017
Guidance for gamma spectrometry measurement of 

radioactive waste (ISO 19017:2015)

96 EN ISO 19238:2017

Radiological protection - Performance criteria for service 

laboratories performing biological dosimetry by 

cytogenetics (ISO 19238:2014)

97 EN ISO 20553:2017

Radiation protection - Monitoring of workers occupationally 

exposed to a risk of internal contamination with 

radioactive material (ISO 20553:2006)

98 EN ISO 20785-1:2017

Dosimetry for exposures to cosmic radiation in civilian 

aircraft - Part 1: Conceptual basis for measurements (ISO 

20785-1:2012)

99 EN ISO 20785-2:2017

Dosimetry for exposures to cosmic radiation in civilian 

aircraft - Part 2: Characterization of instrument response 

(ISO 20785-2:2011)

100 EN ISO 20785-3:2017

Dosimetry for exposures to cosmic radiation in civilian 

aircraft - Part 3: Measurements at aviation altitudes (ISO 

20785-3:2015)

101 EN ISO 21483:2017

Determination of solubility in nitric acid of plutonium in 

unirradiated mixed oxide fuel pellets (U, Pu) O2 (ISO 

21483:2013)

102 EN ISO 21613:2017
(U, Pu)O2 Powders and sintered pellets - Determination of 

chlorine and fluorine (ISO 21613:2015)



103 EN ISO 22829:2017

Resistance welding equipment - Transformers - Integrated 

transformer-rectifier units for welding guns operating at 1 

000 Hz (ISO 22829:2017)

104 EN ISO 25178-71:2017

Geometrical product specifications (GPS) - Surface texture: 

Areal - Part 71: Software measurement standards (ISO 

25178-1:2017)

105 EN ISO 25649-1:2017

Floating leisure articles for use on and in the water - Part 

1: Classification, materials, general requirements and test 

methods (ISO 25649-1:2017)

106 EN ISO 25649-2:2017
Floating leisure articles for use on and in the water - Part 

2: Consumer information (ISO 25649-2:2017)

107 EN ISO 25649-3:2017

Floating leisure articles for use on and in the water - Part 

3: Additional specific safety requirements and test 

methods for Class A devices (ISO 25649-3:2017)

108 EN ISO 25649-4:2017

Floating leisure articles for use on and in the water - Part 

4: Additional specific safety requirements and test 

methods for Class B devices (ISO 25649-4:2017)

109 EN ISO 25649-5:2017

Floating leisure articles for use on and in the water - Part 

5: Additional specific safety requirements and test 

methods for Class C devices (ISO 25649-5:2017)

110 EN ISO 25649-6:2017

Floating leisure articles for use on and in the water - Part 

6: Additional specific safety requirements and test 

methods for Class D devices (ISO 25649-6:2017)

111 EN ISO 25649-7:2017

Floating leisure articles for use on and in the water - Part 

7: Additional specific safety requirements and test 

methods for class E devices (ISO 25469-7:2017)

112 EN ISO 29481-1:2017
Building information models - Information delivery manual - 

Part 1: Methodology and format (ISO 29481-1:2016)

113 EN ISO 29661:2017

Reference radiation fields for radiation protection - 

Definitions and fundamental concepts (ISO 29661:2012, 

including Amd 1:2015)

114 EN ISO/IEC 80079-20-2:2016/AC:2017

Explosive atmospheres - Part 20-2: Material characteristics 

- Combustible dusts test methods - Technical Corrigendum 

1 (ISO/IEC 80079-20-2:2016/Cor 1:2017)


